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MTB is a new range of components for 2010. It’s aimed at pro and amateur offroad riders who

demand the ultimate performance – in function, strength, light weight, and ease of use.

MTB components intersect with 3T’s road ranges. The proven, lightweight range of ARX stems

and DORIC seat posts meet offroad riders’ demands for ultimate strength in extreme

conditions. New riser and flat bars, like the road bars, offer a new twist on proven formats.

Our MTB components are among the lightest and toughest you can get.
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Weight: 126 g (640 mm) 
Rise: 0 mm
Clamp: 31.8 mm
Eccentricity: 3 mm
Back sweep: 3.5 deg

All-new compact flat-bar design | High-modulus carbon-fiber | Ultra-light
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XIDA is the world’s first compact MTB flat bar. Careful materials analysis let us rethink even this simplest of 

patterns to provide a more spacious cockpit and fine adjustment. The oversize center section is reduced to a 

minimum, providing 190 mm for attachments even when the full-width (640 mm) bar is cut down to a racing 

width of 570 mm. XIDA has a 3.5-degree back sweep, while the bar’s outer sections are offset by 3 mm on the 

oversize center section. This eccentricity permits a slight up-sweep if desired. XIDA LTD is engineered in 

high-modulus carbon-fiber for extreme lightness, yet it’s as stiff and strong as any conventional oversize flat 

bar.



Weight: 172 g (640 mm)
Rise: 31 mm
Clamp: 31.8 mm
Up sweep: 3 deg
Back sweep: 7 deg

All-new compact riser design | High-modulus carbon-fiber | Ultra-lightweight
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ERYX is the world’s first compact MTB riser bar, and among the world’s lightest. In-depth material analysis 

allowed us to reduce the width of the oversize center section to a minimum. Even when this full-width (640 

mm) bar is cut down to a racing width of 570 mm, a full 190 mm is available for attachments. This provides 

space for controls such the suspension lockout lever and new-generation lighting systems, and solves the 

problem of cockpit overcrowding. ERYX LTD is engineered in high-modulus carbon-fiber for extreme 

lightness, yet it’s as strong and stiff as any conventional oversize riser bar.



Weight: 118 g (110 mm)
Clamp dia: 31.8 mm
Stack: 40 mm
Length: 100, 110, 120 mm
Material: carbon-fiber
Angle: +/- 6 deg
Bolts: titanium

Optimized clamp design | State-of-the-art materials engineering | Super-light and super-stiff
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ARX, Latin for stronghold and bridge, ARX is our design for the perfect connection between fork and handlebar. 

3T precision engineering meant that this design, originally introduced in our Road range, easily exceeded all 

MTB tests. We paid close attention to clamp design, the usual cause of failure in composite steerers and bars. We 

made sure of the ARX clamp interface by performing our own tests that go way beyond CEN standards, even 

testing the stem’s compatibility with other brands of handlebars. It passed with flying colors. ARX LTD is the 

carbon-fiber version, supplied with Ti bolts. Super-light and super-stiff, it is a highly evolved, modern, 

all-composite design weighing less than 120 g.



Weight: 154 g
External dia.: 27.2 mm; 31.6 mm
Length: 280 mm; 350 mm
Material: carbon-fiber
Bolts: titanium

All-carbon-fiber | Two-bolt clamp for adjustability | Ultra-light
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DORIC, is a minimalist zero-setback seatpost focused on essentials: rider comfort, security, and ease of use. 

Originally introduced in our Road range and campaigned by several pro teams, DORIC LTD easily passed all tests 

for MTB use. The high-grade carbon-fiber shaft is very light and compliant, soaking up road shocks. The 

traditional two-bolt clamp gives accurate control over saddle angle so the rider is positioned correctly on the 

bike – a key factor for long-term comfort. Like the Ancient Greek architectural column it gets its name from, 

DORIC is built to provide elegant, robust support that stands the test of time.



Weight: 150 g (640 mm)
Rise: 0 mm
Clamp: 31.8 mm
Eccentricity: 3 mm
Back sweep: 3.5 deg

All-new compact flat-bar design | All-carbon-fiber | Great all-rounder
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XIDA is the world’s first compact MTB flat bar. Careful materials analysis let us rethink even this simplest of 

patterns to provide a more spacious cockpit and fine adjustment. The oversize center section is reduced to a 

minimum, providing 190 mm for attachments even when the full-width (640 mm) bar is cut down to a racing 

width of 570 mm. XIDA has a 3.5-degree back sweep, while the bar’s outer sections are offset by 3 mm on the 

oversize center section. This eccentricity permits a slight up-sweep if desired. XIDA TEAM is light at 150 g, yet 

it’s as stiff and strong as any conventional oversize flat bar.



Weight: 200 g (640 mm) 
Rise: 31 mm
Clamp: 31.8 mm
Up sweep: 3 deg
Back sweep: 7 deg

All-new compact riser design | Lightweight composites | Great shock absorption
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ERYX is the world’s first compact MTB riser bar. In-depth material analysis allowed us to reduce the width of 

the oversize center section to a minimum. Even when this full-width (640 mm) bar is cut down to a racing 

width of 570 mm, a full 190 mm is available for attachments. This provides space for controls such the suspen-

sion lockout lever and new-generation lighting systems, and solves the problem of cockpit overcrowding. 

ERYX TEAM is light at 200 g, yet it’s as strong and stiff as any conventional oversize riser bar.



Weight: 120 g (110 mm)
Clamp: 31.8 mm
Stack: 40 mm
Length: 70, 80, 90, 100, 110, 120, 130, 140 mm
Material: Al 7075 T6
Angle: +/- 6 deg, +/- 17 deg
Bolts: titanium

Optimized clamp design | 3D forged and CNC machined | Wide range of fit options
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ARX, Latin for stronghold and bridge, ARX is our design for the perfect connection between fork and handlebar. 

3T precision engineering meant that this design, originally introduced in our Road range, easily exceeded all 

MTB tests. We paid close attention to clamp design, the usual cause of failure in composite steerers and bars. We 

made sure of the ARX clamp interface by performing our own tests that go way beyond CEN standards, even 

testing the stem’s compatibility with other brands of handlebars. It passed with flying colors. ARX TEAM is made 

of Al 7075 T6, with Ti bolts bringing the weight down to 120 g. It’s also available in a 17-degree variant for a more 

upright riding position.



Weight: 174 g (31.6 mm)
External dia: 27.2 mm; 31.6 mm
Length: 280 mm; 350 mm
Material: carbon-fiber shaft

Al 7075 head
Bolts: stainless steel
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Shock-absorbent carbon-fiber | Two-bolt clamp for adjustability | Very light
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DORIC is a minimalist, zero-setback seatpost focused on essentials: rider comfort, security, and ease of use. 

Originally introduced in our Road range and campaigned by several pro teams, DORIC TEAM easily passed all 

tests for MTB use. The carbon-fiber shaft is very light and compliant, soaking up road shocks. The traditional 

two-bolt clamp gives accurate control over saddle angle so the rider is positioned correctly on the bike – a key 

factor for long-term comfort. Like the Ancient Greek architectural column it gets its name from, DORIC is built to 

provide elegant, robust support that stands the test of time.



Weight: 192 g (640 mm) 
Rise: 0 mm
Clamp: 31.8 mm
Eccentricity: 3 mm
Back sweep: 3.5 deg

All-new compact flat-bar design | Top-grade alloy | Outstanding price-performance
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XIDA  is the world’s first compact MTB flat bar. Careful materials analysis let us rethink even this simplest of 

atterns to provide a more spacious cockpit and fine adjustment. The oversize center section is reduced to a 

minimum, providing 190 mm for attachments even when the full-width (640 mm) bar is cut down to a racing 

width of 570 mm. XIDA has a 3.5-degree back sweep, while the bar’s outer sections are offset by 3 mm on the 

oversize center section. This eccentricity permits a slight up sweep if desired. XIDA PRO’s original design and 

outstanding price-performance should win it friends among urban as well as offroad riders.



Weight: 218 g (640 mm) 
Rise: 31 mm
Clamp: 31.8 mm
Up sweep: 3 deg
Back sweep: 7 deg

All-new compact riser design | Top-grade alloy | Outstanding price-performance
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ERYX is the world’s first compact MTB riser bar. In-depth material analysis allowed us to reduce the width of 

the oversize center section to a minimum. Even when this full-width (640 mm) bar is cut down to a racing 

width of 570 mm, a full 190 mm is available for attachments. This provides space for controls such the suspen-

sion lockout lever and new-generation lighting systems, and solves the problem of cockpit overcrowding. 

ERYX PRO is engineered in lightweight alloy and its original design and keen price should win it friends 

among urban as well as offroad riders.



Weight: 150 g (110 mm)
Clamp: 31.8 mm
Stack: 40 mm
Length: 70, 80, 90, 100, 110, 120, 130, 140 mm
Material: Al 2010
Angle: +/- 6 deg
Bolts: stainless steel

Optimized clamp design | 3D forged and CNC machined | Outstanding value
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ARX,  Latin for stronghold and bridge, ARX is our design for the perfect connection between fork and handle-

bar. 3T precision engineering meant that this design, originally introduced in our Road range, easily exceeded all 

MTB tests. We paid close attention to clamp design, the usual cause of failure in composite steerers and bars. We 

made sure of the ARX clamp interface by performing our own tests that go way beyond CEN standards, even 

testing the stem’s compatibility with other brands of handlebars. It passed with flying colors. ARX PRO is made 

of Al 2010 and has stainless-steel bolts. The material’s grain structure is aligned for optimal strength, and the 

weight is a low 150 g.
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